
Increasing Metal Plant Efficiency by Utilizing MLR Technology

MLR System, Lead market:
Á Based on our Zinc furnaces we have developed a 

furnace dedicated to Lead recovery .
Á Important criteria's were:

- Automated process
- Easier handling of the drums, (un)loading
- No dust generation 
- Option to cast small ingots

ČMetaullicsLead Recovery furnace ČMLR-1500
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Pyrotek - MLR Metaullics Lead 

Recovery System

The MLR System is a thermo-mechanical device to 
separate free Lead metal in small particulate from 
material mixtures generated during the lead casting, and  
other molten metal processes.

The MLR System increases the value of the 
lead skimmings by recovering the 
free lead available and returning ñpurifiedò 
residues that have commercial value to a 
trader or recycler.

MLR-1500
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MLR ïProcessing steps

ÁCollecting skimmings in the drum 
and placing it in the MLR furnace

ÁThe drum contains a granular 
mixture of lead particles and oxides
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MLR ïProcessing steps

ÁDrum is slowly rotated while 
indirect heat is applied

ÁLead particles begin to melt 
and flow together
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Current procedures for refining  skimmings and dross

Á Ball mill / Grinding / Sieving (dust generation)
Á Low-efficiency remelting(large surface area)
Á Manual working or raking
Á Direct sale to a trader at reduced value.

Typical lead plant skimmings (dross)



Increasing Metal Plant Efficiency by Utilizing MLR Technology

Å MLR Systems are operated now at several different 

Lead melting operations including some of the 

main Global Battery producers .

60-75% 

Lead 

recovery

40-25% 

Residue
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What are the main advantages of the MLR System 

over other options ?
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MLR Lead Recovery ïMain Advantages

1) Increased In-house recovery of lead

Dross at 65% recovery will return 65 tonnes of lead 
from 100 tonnes of dross generated.
Savings on LME premium for 65 tonnes of lead $$
Savings on alloy premium, as metal is in spec. $$
Savings on transport of Lead into plant $$
Savings on transport of Lead dross from the plant $
Residue powder has commercial value $$

Note: The exact recovery rate for each 

plant may be different and all 

variables in your process need to 

be evaluated thoroughly.
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MLR Lead Recovery ïMain Advantages

2) MLR residue goes out for sale, while plant 
retains metal for reuse.

- With metallic lead removed, 65%+ reduction in 
material being shipped out for reprocessing.

- Energy savings by recovering In house, Vs. energy 
required to produce new metal

- Reduced generation of new dross formation due to 
re-melting Ingot Vs. low efficiency re -melt of small 
metal pieces.
-MLR unit offers a oxygen starved environment with 
a covering layer of powder. 
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MLR Lead Recovery ïMain Advantages

3) Less high grade Lead is needed to be 
purchased to meet normal production.

4)    The MLR output can be valued at full LME 
value per Kg recovered

5)    Alloying in the MLR is possible, reducing cost.



Increasing Metal Plant Efficiency by Utilizing MLR Technology

MLR Lead Recovery ïMain Advantages

6)  Different types of dross can be processed

- With the batch processing of the MLR, dross from 
alloying furnace and elsewhere can be segregated.

- Can process negative and positive grids separately 

- MLR is also effective for processing Lead-Antimony, 
Bismuth and other alloy drosses.

-MLR is simple to install and operate, fully portable
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MLR Lead Recovery ïMain Advantages

7) MLR is more environmentally friendly process and reduces the plant 
waste footprint !!

- MLR System facilitates less reprocessing of the same material allowing less 
energy-consumption per tonne production and reduced carbon output per tonne
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MLR Lead Recovery ïMain Advantages

8)  MLR has low investment and operating costs with minimal labor input.

- MLR System has a low capital cost and is maintenance friendly for reliable, 
repeatable, economic operation.
-Allows for Lead recovery from dross óOfflineô from main production process, 
enhancing plant capacity and efficiency.

http://www.google.nl/imgres?q=currencies&num=10&hl=nl&biw=1280&bih=790&tbm=isch&tbnid=-0a4jf0VRMf7GM:&imgrefurl=http://e-allmoney.com/currency/&docid=TaHgkAQXEO24yM&imgurl=http://e-allmoney.com/currency/images/world_currency.jpg&w=400&h=300&ei=CD43UOyxKqeQ0AWJp4HACA&zoom=1&iact=hc&vpx=350&vpy=129&dur=2044&hovh=194&hovw=259&tx=153&ty=91&sig=109193084613525750974&page=1&tbnh=126&tbnw=163&start=0&ndsp=24&ved=1t:429,r:7,s:0,i:96
http://www.google.nl/imgres?q=currencies&num=10&hl=nl&biw=1280&bih=790&tbm=isch&tbnid=-0a4jf0VRMf7GM:&imgrefurl=http://e-allmoney.com/currency/&docid=TaHgkAQXEO24yM&imgurl=http://e-allmoney.com/currency/images/world_currency.jpg&w=400&h=300&ei=CD43UOyxKqeQ0AWJp4HACA&zoom=1&iact=hc&vpx=350&vpy=129&dur=2044&hovh=194&hovw=259&tx=153&ty=91&sig=109193084613525750974&page=1&tbnh=126&tbnw=163&start=0&ndsp=24&ved=1t:429,r:7,s:0,i:96
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MLR ïgives much weight to your dross é..

The benefits of Lead recovery 
using an MLR System vastly 
outweigh the constraints of 
capital costs and changes in 
existing processes.

And provide immediate impact 
to your bottom-line profits!


